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PEDESTRIAN CLEAR ZONE

DG12

NOTES:

1. PEDESTRIAN CLEAR ZONE SHALL BE 6' MINIMUM IN DOWNTOWN AND OVERLAKE URBAN CENTERS. 6'

MINIMUM IN PEDESTRIAN PRIORITY ZONES. 5' MINIMUM IN THE REST OF THE CITY. SEE TRANSPORTATION

MASTER PLAN APPENDIX F-DESIGN GUIDANCE FOR MAP OF PEDESTRIAN PRIORITY ZONES

2. PROVIDE MINIMUM 1.5:1 TAPER IN URBAN CENTERS AND PEDESTRIAN PRIORITY ZONES. PROVIDE MINIMUM

1:1 TAPER IN REST OF THE CITY.

3. CROSS HATCH IS SHOWN TO DELINEATE CLEAR ZONE FROM CLEAR ZONE BUFFER. SEE STANDARD DETAILS

303-304 FOR MATERIAL REQUIREMENTS.

PEDESTRIAN  CLEAR ZONE

MINIMUM WIDTH VARIES.

SEE NOTE 1.

PEDESTRIAN CLEAR ZONE BUFFER

MUST BE CLEAR OF PERMANENT AND

CONTINUOUS WALLS OR FENCES.

SEE NOTE 3.

EXAMPLES OF OBSTRUCTIONS.

INTERMITTENT OBSTRUCTIONS

SUCH AS TREES, FIRE HYDRANTS

OR SIDEWALK CAFES IN BUFFER

AREAS ARE OKAY.
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PLAN VIEW

1' MIN

SEE NOTE 2

FOR TAPER.
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DETAIL NUMBER:FILE NAME:REVISION DATE:  MARCH  01, 2017

APPROVED BY: DONALD CAIRNS

TRANSPORTATION PLANNING AND ENGINEERING  MANAGER
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